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CONTENTS OF THIS DRAWING ARE CONFIDENTIAL AND SHALL
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1.    10.31.22  Added Grnd Level Parking under Bldg  
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Know what's

R

NOT-FOR-CONSTRUCTION
APPROVAL DOCUMENT ONLY

BARRIER TO BE

EQUAL ON ALL SIDES

OF TREE UNLESS

NOTED OTHERWISE

BARRIER TO REMAIN

COMPLETELY

INTACT AND IN

PLACE THROUGH

ALL PHASES OF

CONSTRUCTION.

POST: RANGE

GRADE 6' T-POST,

MAX. 6' BETWEEN

POSTS

FENCE: BARRIER

FENCING TO BE 4'

SAFETY ORANGE

COPOLYMER OR

CHAIN LINK WITH

WIRE TIES TO POST

DIAMETER OF BARRIER EQUALS ONE 

FOOT FOR EACH INCH IN TREE CALIPER

BARRIER TO BE NO

LESS THAN 6' FROM

THE TRUNK OF THE

PROTECTED TREE

NOTE: NO MATERIALS, TRAILERS, EQUIPMENT OR CHEMICALS SHALL

BE STORED, OPERATED DUMPED, BURIED OR BURNED WITHIN THE

PROTECTED AREAS.

TREE TO RELOCATE

TREE / PALM REMOVAL  

TREE TO BE REMOVED

ALL TREE / PLANT LOCATIONS ARE APPROXIMATE.

ALL TREES TO REMAIN ARE TO BE PROTECTED WITH TREE PROTECTION

FENCING PER CITY OF KEY WEST CODE..

TREE TO REMAIN WITH BARRICADE

SEE DETAIL THIS PAGE
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REPAIR DAMAGED SOD

AS NEEDED

FROM HARDSCAPE CONSTRUCTION

MATCH EXISTING SOD

PIGEON PLUM

60-GOLDEN CREEPER 24" o.c.

4-SEAGRAPE 6' o.c.

22-COONTIE 7g 30" o.c.

60-GOLDEN CREEPER 24" o.c.

PIGEON PLUM

2-SEAGRAPE 6' o.c.

Know what's

R

4" MULCH

6" MIN. PREPARED TOPSOIL

6"

MIN.

EFFECTIVELY SERVE THE PURPOSE OF RETAINING WATER AT THE 

THE TREE OR SHRUB OR IN A MANNER IN WHICH THEY WILL MOST 

OF THE SLOPE OF THE GROUND IN WHICH THEY ARE PLANTED.

ALL SHRUBS ARE TO BE POSITIONED VERTICALLY REGARDLESS

WATER RINGS ARE TO BE CONSTRUCTED AT RIGHT ANGLES TO  

BASE OF THE PLANT.

AND/OR SUITABLE EXISTING SOIL

E
D

G
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F
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E
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O.C. SPACING

(MIN.6")

SPACING

1/2 O.C.

PULL MULCH

  FROM TRUNK

BASE SOIL

SOD (AS SPECIFIED)

2" LAYER TOPSOIL

( 75% SILICA SAND/25% PLANTING SOIL)

ALL AREAS TO BE SODDED TO RECEIVE 2" TOP LAYER OF

SILICA SAND (50%) /PLANTING SOIL (50%) AS INDICATED.

ALUMINUM EDGING

ROOTBALL, DO NOT MULCH ON TOP OF ROOTBALL.

SOIL AND LANDSCAPE SOIL IS 2" LOWER THAN THE TOP OF THE ROOTBALL.  MULCH SHOULD COVER THE EDGE OF THE 

THE ROOTBALL OF THE TREE SHOULD BE POSITIONED IN THE HOLE SO THAT THE FINISHED GRADE OF THE BACKFILL

EXST'G GRADE

LOOSEN SOIL AT BOTTOM OF PIT

PREPARED TOPSOIL

SET TREE SO THAT TOP OF ROOTBALL

IS 2" ABOVE SURROUNDING GRADE

3" MULCH

ARBORGUY PRO 40 (UP TO 4" CAL.)

AND ARBORGUY PRO 60 (UP TO 6" CAL.)

INSTALLED PER MANUFACTURER'S SPECS.

(OR EQUAL)

3" DISH AROUND TREE

WATER AT THE BASE OF THE PLANT.

THEY ARE PLANTED.  WATER RINGS ARE TO BE CONSTRUCTED AT RIGHT ANGLES TO THE TREE OR

ALL TREES ARE TO BE POSITIONED VERTICALLY REGARDLESS OF THE SLOPE OF THE GROUND IN WHICH

SHRUB OR IN A MANNER IN WHICH THEY WILL MOST EFFECTIVELY SERVE THE PURPOSE OF RETAINING

2X ROOTBALL

EXISTING IRRIGATION SYSTEM SHALL BE MODIFIED TO

PROVIDE 100% COVERAGE TO ALL PROPOSED LANDSCAPE

AREAS.....CONTRACTOR SHALL PROVIDE AN AS-BUILT DRAWING DEPICTING ALL

MODIFICATIONS.

100% IRRIGATION COVERAGE SHALL BE PROVIDED TO ALL PROPOSED LANDSCAPE AREAS.

WATER SOURCE:  WATER FROM EXISTING METER / EXISTING IRRIGATION SYSTEM.

NOT-FOR-CONSTRUCTION
APPROVAL DOCUMENT ONLY

WHITE PEA GRAVEL

WHITE PEA GRAVEL

1,060 SF

340 SF 85 SF

160 SF

13'

9'-2"

10'-9"

8'

40'

84'

16'

18'-9''

7'-4"

1.    10.31.22  Added Grnd Level Parking under Bldg  
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