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EXISTING BUILDINGS = 25,809 S.F.
EXISTING BUILDING TO BE REMOVED = 2,717 S.F.
NEW NISSAN BUILDING = 4,531 S.F.
NET INCREASE IN S.F. = 1,814 S.F.

NEW BUILDING:
FIRST FLOOR INTERIOR =3,388 S.F.
MEZZANINE INTERIOR =847 S.F.
COVERED AREA =296 S.F.

ZONING DISTRICT: CG
FLOOD ZONE : EL. 9.0'
MAX. FAR : 0.8
MAX. HEIGHT : 40 FEET
SITE AREA : 113,447.34 S.F.

LOT COVERAGE : ALLOWABLE 40% (45,378.9 S.F.)
: EXISTING 24.4% (27,663.4 S.F.)
: PROPOSED 26% (29,477.4 S.F.)

IMPERVIOUS AREA : ALLOWABLE 60% (68,068.4 S.F.)
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: PROPOSED 10% (11,350 S.F.)

SETBACKS
FRONT : ALLOWABLE 25.0'

: EXISTING 48.11'
: PROPOSED 48.11'

STREET SIDE : ALLOWABLE 20.0'
: EXISTING 64.8'
: PROPOSED 64.8'

EAST SIDE : ALLOWABLE 15.0'
: EXISTING 71.10'
: PROPOSED 51.83'

REAR : ALLOWABLE 25.0'
: EXISTING 7.9'
: PROPOSED 7.9'

A-1 SITE PLAN
EX-1 EXISTING SITE PLAN
A-2 FLOOR PLAN
A-3 MEZZANINE PLAN
A-4 ELEVATIONS
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L-1 LANDSCAPE PLAN 
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CONTRACTOR'S SURVEY REFERENCE

RIGHT-OF-WAY AND/ OR PROPERTY LINE

TL 1500 TAX LOT NUMBER

GENERAL NOTES

1. THE CONTRACTOR SHALL REVIEW ALL DRAWINGS AND SPECIFICATIONS AND ADVISE THE
ENGINEER OF ANY CONFLICTS OF REPRESENTATION BETWEEN DRAWINGS AND/OR
SPECIFICATIONS PRIOR TO COMMENCING WITH CONSTRUCTION.

2. THE CONTRACTOR SHALL FIELD-VERIFY EXISTING CONDITIONS PRIOR TO PERFORMING
ANY WORK UNDER  THIS CONTRACT AND NOTIFY THE ENGINEER IN WRITING OF ANY
DIFFERENCES BEFORE  COMMENCING WITH ANY CONSTRUCTION.

3. HORIZONTAL COORDINATES ARE BASED ON FLORIDA STATE PLANE COORDINATE SYSTEM.
VERTICAL  ELEVATIONS ARE BASED ON NGVD 1929 DATUM.

4. THE LOCATIONS, SIZES, AND ELEVATIONS OF EXISTING UTILITIES AS SHOWN ARE
APPROXIMATE. THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER TO OBTAIN
ANY AVAILABLE RECORD DRAWINGS AND SHALL DETERMINE THE EXACT LOCATION AND
ELEVATION IN THE FIELD. THE CONTRACTOR SHALL ANTICIPATE THAT SCANNING AND
EXCAVATION USING LIGHT EQUIPMENT AND HAND METHODS WILL BE NECESSARY IN AREAS
NEAR EXISTING UTILITIES AND STRUCTURES TO AVOID DAMAGING THESE FACILITIES. THE
CONTRACTOR SHALL CONTACT BELLSOUTH, THE LOCAL TELEPHONE COMPANY AND
COMCAST, THE LOCAL CABLE TV PROVIDER TO VERIFY THE LOCATION OF BURIED
TELEPHONE AND CABLE TV UTILITIES. NONE HAVE BEEN INDICATED ON THE DRAWINGS.
CALL 1-800-432-4770 BEFORE DIGGING OR TRENCHING OPERATIONS BEGIN. CONTRACTOR
SHALL ALSO CONTACT KEYS ENERGY ENGINEERING  OFFICE TO LOCATE SECONDARY
ELECTRIC LINES.

5. THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION AND ELEVATION IN THE FIELD
PRIOR TO INSTALLING ANY NEW WORK THAT CROSSES OR CONNECTS TO EXISTING UTILITY
SYSTEMS.  LOCATIONS OF NEW UTILITIES SHALL BE ADJUSTED IN A MANNER APPROVED BY
THE ENGINEER TO AVOID  CONFLICTS. DAMAGES TO UTILITIES RESULTING FROM THE
CONTRACTOR'S OPERATIONS SHALL BE  REPAIRED BY THE CONTRACTOR AT NO COST TO
THE CLIENT.

6. ALL EXCAVATION, TRENCHING, SHEETING, SHORING AND BRACING SHALL BE INSTALLED AS
REQUIRED IN  ACCORDANCE WITH LOCAL, STATE, AND FEDERAL REGULATIONS, INCLUDING
OSHA (29 CFR 1926).

7. ALL ITEMS INDICATED TO BE REMOVED OR DEMOLISHED SHALL BE REVIEWED WITH THE
DEVELOPER TO DETERMINE IF THE ITEM IS TO BE PROPERTY OF THE  CONTRACTOR. ALL
ITMES SHALL BE REMOVED AND DISPOSED OF IN  ACCORDANCE WITH ALL LOCAL, STATE,
AND FEDERAL REGULATIONS, UNLESS OTHERWISE NOTED. NO  SALVAGE VALUE IS
EXPRESSED OR IMPLIED BY THESE CONTRACT DOCUMENTS FOR ANY ITEMS TO BE
REMOVED OR DEMOLISHED.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SECURITY OF THE CONTRACTOR'S
EQUIPMENT,  MATERIALS, AND PERSONNEL, AND SHALL PROVIDE ADEQUATE BARRIERS TO
PREVENT RISK TO  OTHERS FROM THE CONTRACTOR'S ACTIVITIES.

9. WHERE ACTUAL DIMENSIONS AND SIZES ARE PROVIDED IN THE DRAWINGS, THEY SHALL
TAKE  PRECEDENCE OVER SCALED DIMENSIONS. LARGE SCALE DRAWINGS SHALL TAKE
PRECEDENCE  OVER SMALL SCALE DRAWINGS.

10. THE CONTRACTOR SHALL SEQUENCE HIS OPERATIONS SUCH THAT ORANGE MESH SAFETY
FENCING IS PROVIDED ALONG ALL AREAS BEING TRENCHED AND NO TRENCH IS LEFT OPEN
AT THE END OF THE WORK DAY.

11. NO CONNECTIONS FOR THE PURPOSE OF OBTAINING WATER SUPPLY DURING
CONSTRUCTION SHALL BE MADE TO ANY  FIRE HYDRANT OR BLOW-OFF STRUCTURE WITH
OUT FIRST OBTAINING A CONSTRUCTION METER FROM THE FLORIDA  KEYS AQUEDUCT
AUTHORITY.

12. IF UNSATISFACTORY MATERIAL FOR ADEQUATE BEARING IS ENCOUNTERED AT THE
NORMAL SUBGRADE, THE  UNSATISFACTORY MATERIAL SHALL BE REMOVED AND
REPLACED WITH SUITABLE FOUNDATION STABILIZATION  MATERIAL AS SPECIFIED.

13. IN GENERAL, EXISTING STRUCTURES AND UTILITIES ARE NOTED AS EXISTING AND/OR
SHOWN IN LIGHT LINE WEIGHT.  NEW CONSTRUCTION IS SHOWN IN HEAVY LINE WEIGHT.

14. ALL FIELD LAYOUT AND SURVEYING FOR CONSTRUCTION OF THIS PROJECT SHALL BE
PROVIDED BY THE CONTRACTOR AT HIS EXPENSE, UNDER THE DIRECTION OF A FLORIDA
LICENSED PROFESSIONAL LAND SURVEYOR.

NEW CONSTRUCTION NOTES

1. IT IS THE CONTRACTOR'S RESPONSIBILITY DURING CONSTRUCTION OF NEW UTILITIES TO
ANTICIPATE AND PLAN FOR CROSSINGS OF NEW AND EXISTING UTILITIES AND
SUBSURFACE  FEATURES.    UTILITY LINES SHALL HAVE PRIORITIES AS FOLLOWS:

A. GRAVITY SANITARY SEWER LINES SHALL BE CONSTRUCTED TO GRADES AS
INDICATED.

B. ANY GRAVITY UTILITY DISCOVERED TO CONFLICT WITH GRADES FOR NEW SANITARY
SEWER LINES  SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE
ENGINEER WITH POSSIBLE  SOLUTIONS FOR HORIZONTAL AND VERTICAL
ADJUSTMENT.

C. POTABLE WATER LINES, ELECTRICAL, COMMUNICATION, AND CABLE TV
DISTRIBUTIONS WILL  REQUIRE RELOCATION AS NECESSARY TO ACCOMMODATE NEW
SANITARY SEWER  LINES.  THE  CONTRACTOR SHALL DETERMINE, PRIOR TO
INSTALLATION, THE METHOD BY  WHICH THESE LINES  SHALL BE REROUTED ABOVE
OR  BELOW NEW SANITARY SEWER  LINES. THE CONTRACTOR SHALL  REFER TO THE
CONSTRUCTION DRAWINGS AND  SPECIFICATIONS FOR  SEPARATION REQUIREMENTS
BETWEEN INDIVIDUAL UTILITY LINES,  BOTH HORIZONTALLY AND  THE CONTRACTOR
SHALL INCLUDE IN THE  VERTICALLY, AND  SPECIAL TREATMENT  REQUIREMENTS.  BID
PRICE ANY SPECIAL TREATMENT  REQUIRED  FOR UTILITY INSTALLATION, INCLUDING
ADJUSTMENTS OF  EXISTING UTILITIES.

2. THE CONTRACTOR SHALL ASSUME ADJUSTMENTS OF EXISTING UTILITIES WILL BE
REQUIRED AT ALL UTILITY CROSSINGS SHOWN ON THE DRAWINGS, INCLUDING ALL
UTILITIES OF UNKNOWN DEPTH INDICATED IN THE PROFILES.  THIS INCLUDES LABOR,
EQUIPMENT, AND MATERIALS, INCLUDING FITTINGS AND APPURTENANCES.

3. NEW SLABS SHALL BE GRADED TO POSITIVELY DRAIN WITHOUT ANY STORMWATER
PONDING.

4.    PROVIDE CONTRACTION JOINTS AT 12' O,C. MAX. JOINT PATTERNS IN PAVEMENTS AND
SIDEWALKS SHALL BE GENERALLY SQUARE. AT CURBS PROVIDE FULL DEPTH EXPANSION
JOINTS AT 100 FT. O.C. MAX, AND AT LOCATIONS WHERE STRAIGHT CURB RUNS CHAGE
DIRECTIONS.  AT SIDEWALKS PROVIDE WEAKENED PLANE CONTRACTION JOINTS NOT
MORE THAN 5'=0" MAX. AND EXPANSION JOINTS AT 20-FT. O.C. MAX (TOOL ALL EDGES).
INSTALL SELF-LEVELING SEALENT AT ALL ISOLATION/ EXPANSION JOINTS.

EROSION CONTROL NOTES

1. EROSION, SEDIMENT, AND TURBIDITY CONTROL MEASURES SHALL BE PROVIDED
THROUGHOUT  CONSTRUCTION. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING
AND REPAIRING ALL SLOPES  AND SURFACES THROUGHOUT CONSTRUCTION AND UNTIL A
STABLE SURFACE CONDITION EXISTS.  THE CONTRACTOR SHALL MINIMIZE THE EXPOSED
AREA AT ANY POINT DURING CONSTRUCTION AS  MUCH AS PRACTICAL.

2. FILTER FABRIC SILT FENCE SHALL BE IN CONFORMANCE WITH SECTION 985, FDOT
SPECIFICATION.

3. CONTRACTOR SHALL INSTALL EROSION CONTROLS NOTED ON DRAWINGS AND APPLICABLE
PERMITS,  EROSION CONTROLS SHALL BE MAINTAINED UNTIL A PERMANENT STAND OF
GRASS IS PLANTED ONSITE.

4. BALED HAY OR STRAW BARRIERS SHALL BE CONSTRUCTED AND MAINTAINED IN
CONFORMANCE WITH  FDOT INDEX NO. 103.

5. SILT FENCE LOCATIONS SHOWN HEREON ARE FOR CLARITY ONLY AND SHOULD BE
CONSTRUCTED  WITHIN PROPERTY LINES.

6. PROVIDE EROSION CONTROL MEASURES CONSISTING OF STAKED SILT FENCES AND HAY
BALES  ALONG THE PROPOSED LIMITS OF CONSTRUCTION AS INDICATED ON THE
DRAWINGS. PROVIDE  ADDITIONAL MEASURES AS NECESSARY TO AVOID ADVERSE
IMPACTS TO JURISDICTIONAL AREAS  (WETLANDS OR WATER BODIES) AND OFF-SITE LANDS
AND WATERBODIES. MAINTAIN THESE MEASURED  DAILY UNTIL CONSTRUCTION
ACCEPTANCE BY THE OWNER AND THEN REMOVE AND LEGALLY DISPOSE OF  SAID
MEASURES.

7. EROSION CONTROL SHALL MAINTAINED WITHIN CONSTRUCTION AREA BY QUICKLY
STABILIZING  DISTURBED AREA TO PREVENT THE RELEASE OF SEDIMENT. THIS SHALL BE
ACCOMPLISHED USING  GRASS COVER, HAY BALES AND OTHER MEANS ACCEPTABLE TO
OWNER, ENGINEER AND REGULATORY  AGENCIES.

8. DURING CONSTRUCTION, THE CONTRACTOR SHALL, AT THE REQUEST OF THE OWNER OR
AS  NECESSARY MODIFY, RELOCATE THE ENVIRO-FENCE AND/OR SILT FENCE TO ALLOW
FOR ACCESS AND  TO COMPLETE CONSTRUCTION. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO MAINTAIN ADEQUATE  EROSION CONTROL AT ALL TIMES.

9. DURING CONSTRUCTION, THE CONTRACTOR WILL PROVIDE TEMPORARY SEEDING AND
MULCHING  FOR AREA THAT HAVE BEEN CLEARED AND NOT REWORKED WITHIN 7
CALENDAR DAYS DURING THE WET  SEASON (APRIL THROUGH SEPTEMBER AND 14
CALENDAR DAYS DURING THE DRY SEASON (OCTOBER  THROUGH MARCH). ALSO, ALL SIDE
SLOPES SHALL BE SODDED OR SEEDED AND MULCHED WITHIN 7  DAYS DURING WET
SEASON AND 14 DAYS DURING THE DRY SEASON.

10. ALL SURFACE WATER DISCHARGE FROM SITE, INCLUDING DEWATERING DISCHARGE SHALL
MEET  STATE WATER QUALITY STANDARDS (LESS THAN 29 NTU ABOVE BACKGROUND)
PRIOR TO REACHING  ANY WATERS OF THE STATE INCLUDING WETLAND.

11. IN THE EVENT THAT THE EROSION PREVENTION AND CONTROL DEVICES SHOWN IN THESE
PLANS  PROVE NOT TO BE EFFECTIVE. ALTERNATE METHODS FOR MAINTAINING STATE
WATER QUALITY  STANDARDS FOR DISCHARGE FROM THE CONSTRUCTION SITE WILL BE
REQUIRED. ANY ALTERNATE  EROSION PREVENTION AND CONTROL DEVICES MUST BE
APPROVED BY MONROE COUNTY AND SFWMD  COMPLIANCE PERSONNEL PRIOR TO
PLACEMENT.
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PROJECT LIMITS

PROJECT LIMITS

PROJECT LIMITS

PROJECT LIMITS

± 12,310 SF ASPHALT
PAVEMENT TO BE

REMOVED

1' HIGH C.B.S. WALL
TO BE REMOVED

6' HIGH CHAIN LINK
FENCE AND ROLLING
GATE TO BE REMOVED

EXISTING CHAIN LINK
FENCE TO BE ALTERED & REPLACED
AS NECESSARY TO FACILITATE
CONSTRUCTION

REMOVAL OF EXISTING CONCRETE
SIDEWALK IN ROW TO BE COORDINATED
WITH N. ROOSEVELT REHABILITATION PROJECT
& CITY OF KEY WEST ENGINEERING DEPT.

EXISTING WATER METER & SEWER
CLEANOUT BOXES TO BE MAINTAINED
THROUGHOUT CONSTRUCTION

LEGEND

PROJECT LIMITS

ASPHALT TO BE REMOVED
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PARKING SPACE COUNT

NOTE:SYMBOLS IN LEGEND ARE NOT TO SCALE
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SITE LIGHTING FIXTURE

ASPHALT PAVEMENT

EXISTING GRADE

LANDSCAPE / PLANTER AREA

PROJECT LIMITS

SITE PLAN KEYNOTE1

ASPHALT PAVEMENT

LANDSCAPE / PLANTER AREAS

CONCRETE SIDEWALK / DRIVEWAY

SITE PLAN KEY NOTES

1

2

3

4

5

6

FDOT TYPE "D" CURB

FDOT TYPE "C" STORMWATER INLET

SITE LIGHTING (POLE & STAND)
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INSTALL FDOT TYPE "C"
DITCH BOTTOM INLET

G.E. = 5.25
I.E. = 1.75

INSTALL FDOT TYPE "C"
DITCH BOTTOM INLET

G.E. = 5.25
I.E. = 1.75

INSTALL FDOT TYPE "C"
DITCH BOTTOM INLET
G.E. = 5.25
I.E. = 1.75

INSTALL Ñ 153 LF 18" EXFILTRATION TRENCH

INSTALL Ñ 110 LF 18"
EXFILTRATION TRENCH














 








PROJECT LIMITS

PROJECT LIMITS

PROJECT LIMITS

PROJECT LIMITS

LEGEND

ASPHALT PAVEMENT

EXISTING GRADE

PROPOSED GRADE

STORMWATER INLET (FDOT
DITCH BOTTOM)

LANDSCAPE / PLANTER AREA

5.00'

STORMWATER FLOW

NOTE:SYMBOLS IN LEGEND ARE NOT TO SCALE

STORMWATER PIPE

EXFILTRATION TRENCH

PROJECT LIMITS

+5.25'

+4.25'

+3.75'

SELECT
BACKFILL

PEA GRAVEL

TRENCH WIDTH

Du

H

18"

FILTER FABRIC WRAPPED
AROUND ENTIRE TRENCH

AND OVERLAPPED AT TOP (1' MIN.)

+2.00'

COARSE ROCK

5.00'

Ds

Exfiltration Trench Detail
NTS

1
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+0.00'
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6" MIN LIMEROCK BASECOURSE
COMPACTED TO 98% ASTM D-1557

8" SUBGRADE COMPACTED TO
95% OF ASTM D-1557.

COURSE OVER PRIME COAT
2" SP-9.5 STRUCTURAL

2

2

3

3

NOTE:
PAVEMENT TO BE BUILT IN COMPLIANCE
WITH FDOT STANDARDS AND
SPECIFICATIONS.

KEYED NOTES

NTS

Asphalt Pavement Detail1

MIN.

Pavement Connection to Existing Surface
NTS

2

PRIMECOAT

NEW TYPE
SP-9.5 ASPHALT*

COMPACT SUBGRADE*

NEW LIMEROCK BASE*

EXISTING BASE
COURSE

EXISTING PAVEMENT

SAWCUT EXISTING PAVEMENT
ALONG NEAT STRAIGHT LINE

12"

*NOTE:
FOR MATERIAL DEPTHS AND TESTING REQUIREMENTS OF
NEW ASPHALT CONSTRUCTION, PLEASE REFER TO CIVIL
DETAIL # 1, SHEET C-7

8" 8"

8"

8"

PLAN

VARIES

8"

SECTION

3'-4"

4'
-5

"

2'-0"

3'
-1

"

2. ALL REINFORCEMENT MAY BE WELDED WIRE AS PER ASTM C-478, #4 @ 12" O.C.E.W.
1. CONCRETE SHALL BE 4000 PSI AT 28 DAYS, TYPE II CEMENT

NOTES:

3. FRAME AND GRATE BRICKED TO GRADE BY CONTRACTOR.
4. BOTTOM INLETS SHALL BE USP PRODUCT NO. 3-3 OR EQUAL.

WALL 
REINFORCEMENT

5. STRUCTURES TO BE SET ON COARSE AGGREGATE BEDDING

NTS

Type "C" Ditch Bottom Inlet3

FRAME AND GRATE BRICKED
TO GRADE BY CONTRACTOR

U.S. FOUNDRY FRAME AND GRATE 4155-6212 OR EQUAL

1

C-5

2

3

1

• MATERIALS AND CONSTRUCTION SHALL CONFORM TO THE
REQUIREMENTS OF SECTION 350 OF FDOT SPECIFICATIONS.

• BASE MATERIAL: 8" CRUSHED LIMEROCK WITH A MIN. LBR OF 100
COMPACTED TO 98% OF THE MODIFIED PROCTOR MAX. DRY
DENSITY.

• SUB-BASE: 12" STABILIZED WITH A MIN. LBR 40 COMPACTED TO
95% OF THE MODIFIED PROCTOR MAX. DRY DENSITY.

NTS
6" Concrete Pavement Detail5

(1/2" RAD.)

TOOLED EDGE

NTS
Typical Sidewalk Detail4

1. PROVIDE EXPANSION JOINTS WHERE NEW SIDEWALKS ABUT
STRUCTURES AND CONTRACTION JOINTS AT INTERVALS EQUAL TO
SIDEWALK WIDTH.

2. REPLACE CONCRETE SIDEWALKS AT SCORED JOINTS TO AVOID A
PATCHED APPEARANCE. PROVIDE A 2" LEVELING COURSE BENEATH
NEW SIDEWALK.

C-5

C-5

C-5
C-5
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Scott P. Russell, CFA
Property Appraiser
Monroe County, Florida

Key West (305) 292-3420
Marathon (305) 289-2550
Plantation Key (305) 852-

7130

Website tested on IE8, 
IE9, & Firefox.

Requires Adobe Flash 
10.3 or higher

Property Record Card - 
Maps are now launching the new map application version.

Alternate Key: 1065480 Parcel ID: 00064960-000000

Ownership Details
Mailing Address:
NILES SALES AND SERVICE INC 
3500 N ROOSEVELT BLVD
KEY WEST, FL 33040-4295

Property Details
PC Code: 37 - AUTO DEALERS - NEW & USED

Millage 
Group:

10KW

Affordable 
Housing:

No

Section-
Township-

Range:
34-67-25

Property 
Location:

3500 N ROOSEVELT BLVD KEY WEST 

Legal 
Description:

PT KW NO 4 A PARCEL OF LAND LYING S OF NORTH ROOSEVELT BOULEVARD AND PT PARCEL 3 KW 2 
SHEETS PB4-69 OR139-44/45 OR194-526/527 OR356-343/344 OR658-835/836 OR873-2054 OR997-1513/1514 
OR1043-1035/1036 OR1113-1150/1151-C OR1113-1152Q/C OR1128-569 OR1161-231 OR1584-330/331Q/C 
OR1589-1564/65Q/C OR1670-1737/38 OR1670-1739/40 OR1798-2040/42 OR2150-1577D/C OR2163-2258/59 
OR2163-2264/65 OR2186-1106/07AFF OR2186-1110/12 OR2186-1113/15Q/C OR2282-657/658 OR2282-
665/670(AGREE) OR2410-2157/58 
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Click Map Image to open interactive viewer

Land Details

Land Use Code Frontage Depth Land Area

100H - COMMERCIAL HIGHWAY 112,063.60 SF

Building Summary
Number of Buildings: 1

Number of Commercial Buildings: 1
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Total Living Area: 8245
Year Built: 1960

Building 1 Details
Building Type Condition G Quality Grade 450
Effective Age 15 Perimeter 564 Depreciation % 19

Year Built 1960 Special Arch 0 Grnd Floor Area 8,245
Functional Obs 0 Economic Obs 0

Inclusions:
Roof Type Roof Cover Foundation

Heat 1 Heat 2 Bedrooms 0
Heat Src 1 Heat Src 2

Extra Features:

2 Fix Bath 6 Vacuum 0
3 Fix Bath 0 Garbage Disposal 0
4 Fix Bath 0 Compactor 0
5 Fix Bath 0 Security 0
6 Fix Bath 0 Intercom 0
7 Fix Bath 0 Fireplaces 0
Extra Fix 6 Dishwasher 0

Sections:

Nbr Type Ext Wall # Stories Year Built Attic A/C Basement % Finished Basement % Area

1 FLA 1 1991 7,495 

2 OPX 1 1991 2,959 

3 OPU 1 1991 404 

4 CPF 1 1991 2,250 

5 OPU 1 1991 112 

6 OPF 1 1991 650 
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7 FLA 1 1991 750 

8 CPF 1 1991 9,954 

Interior Finish:

Section Nbr Interior Finish Nbr Type Area % Sprinkler A/C

5620 OFF BLDG-1 STY-B 75 N Y 

5621 WAREHOUSE/MARINA C 25 N N 

5627 OFF BLDG-1 STY-B 100 N Y 

Exterior Wall:

Interior Finish Nbr Type Area %

1546 C.B.S. 100 

Misc Improvement Details

Nbr Type # Units Length Width Year Built Roll Year Grade Life

1 AP2:ASPHALT PAVING 58,535 SF 0 0 1969 1970 2 25 

2 FN2:FENCES 679 SF 97 7 1969 1970 4 30 

3 PT3:PATIO 364 SF 91 4 1994 1995 2 50 

4 CL2:CH LINK FENCE 304 SF 76 4 1979 1980 1 30 

5 CL2:CH LINK FENCE 135 SF 15 9 1979 1980 1 30 

6 FN2:FENCES 1,875 SF 375 5 1967 1968 4 30 

7 RW2:RETAINING WALL 200 SF 100 2 2003 2004 3 50 

8 PT5:TILE PATIO 36 SF 9 4 2003 2004 3 50 

Appraiser Notes

PER OR2593-819 Q/C 1628 SQ FT TO FDOT 

FOR THE 2007 TAX ROLL RE 66050 AK 1068896 HAS BEEN COMBINED WITH THIS PARCEL AND ALSO THE 13,845 SQ FT 
PARCEL OF LAND WHICH WAS PURCHASED FROM TIB BANK FOR $500,000 (WHICH CAME OUT OF RE 6606 AK 1068900 
AND RE 6607 AK 1068918) HAS BEEN COMBINED WITH THIS PARCEL, DONE PER UNITY OF TITLE FILED IN OR2282-
665/670 

Building Permits

Bldg Number
Date 

Issued
Date 

Completed
Amount Description Notes

1 12-0892 05/11/2012 10,288 Commercial INSTALL 1-5 TON A/C SYSTEM W/ 10 DROPS & RELOCATE 
3-5 TON CONDENSERS 

1 12-0924 05/10/2012 27,000 Commercial RENOVATION AS PER ATTACHED PLANS. 

1 11-2200 09/15/2011 75,000 Commercial 

REPAINT/STRIPE EXISTING/NEW ASPHALT. APPLY NEW 
ASPHALT TO APPROX. 10,000 S.F. INSTALL NEW 

CONRETE CURBS/PLATERS FOR LANDSCAPING. INSTALL 
NEW DRAINAGE SYSTEM ACCORDING TO 

SPECIFICATIONS ON PLANS. 

1 11-2200 01/28/2013 75,000 Commercial CLARIFICATION OF FRAMING ROOF HATCHES AND 
VENTS 

1 12-0925 10/29/2012 136,915 Commercial 
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REVISION #1 - REMOVE 1600 SQ FT OF V-CRIMP ROOFING 
& SHEATHING AND REPLACE WITH NEW SHEATHING 

1 12-0925 05/10/2012 133,915 Commercial INSTALL 16,765 OF GAF TPO MEMBRANE ROOFING OVER 
TAPERED INSULATION 

1 12-0923 05/10/2012 8,800 Commercial 

ROUGH & TRIM 2 ADA RESTROOMS, REDUCE EXISTING 
WK, DROP 10 LAVS & WALL HUNG LAV. REPLACE 

EXISTING ROOF DRAINS 2-W CLOSETS ADA 1-W/ CLOSET 
REG. REPLACE 2-WALL HUNG LAV ADA 1-DROP IN LAV 

2-ROOF DRAINS 

1 12-922 05/10/2012 240,390 Commercial 

CHANGE OF CONTRACTOR FROM NICK REEB 
CONSTRUCTION TO GARY THE CARPENTER* 

EXTERIOR/INTERIOR RENOVATION ACCORDING TO 
PLANS DATED 09/30/11. RENOVATIONS NILES SALES AND 

SERVICE BY ENGINEER/ARCHITECT WILLIAM P HORN 

1 10-2869 08/27/2010 1,275 Commercial INSTALL NEW CANVAS AWNING TO REPLACE EXISTING 
AWNING APPROX. 150 SQ FT AT FRONT OF BUILDING 

1 10-2658 08/09/2010 2,200 Commercial 
NEW PANELS FOR EXISTING SIGN PANE. REPLACE WITH 
CLIENTS NEW FACES, SIZE 225 SQ/FT, "NILES SALES & 

SERVICE". 

1 10-0712 03/17/2010 1,000 Commercial INSTALL BLOCKING IN GROUND ANCHOR EIGHT (8) FOR 
MOBILE STORAGE 24' X 8' ONLY 

1 10-2134 07/02/2010 6,500 Commercial 1600 SQ/FT 16 SQS. GLASS FELT ROOF SYSTEM WITH 
ALUM. COATING 

1 11-3009 08/18/2011 2,000 Commercial INSTALL 2-40A 240V DISCONNECTORS FOR FUTURE 
BATTERY CHARGERS 

1 11-4073 11/07/2011 8,000 Commercial 
SITE LIGHT ONLY THERE ARE ELEVEN (11) LIGHTS ON 

SHEETS A-Z AND FIVE (5) LIGHTS ON SHEET E-1 AS PER 
PLANS. 

1 11-2200 09/15/2011 75,000 Commercial 

REPAINT/STRIPE EXISTING/NEW ASPHALT. APPLY NEW 
ASPHALT TO APPROX. 10,000 S.F. INSTALL NEW 

CONCRETE CURBS/PLATERS FOR LANDSCAPING. 
INSTALL NEW PARKING LOT LIGHTS. INSTALL NEW 

DRAINAGE SYSTEM ACCORDING TO SPECIFICATIONS ON 
PLANS. 

1 12-0922 04/08/2013 140,390 Commercial CLARIFICATION TO ENTRY TOWER BASE ONLY. 

1 12-0922 04/30/2013 140,390 Commercial #3 - CLARIFICATION OF ENGINEERING OF ACM PANELS 
ONLY 

1 15-0239 01/28/2015 18,500 Commercial 
REMOVE EXISTING BUILT UP ROOFING ON SERVICE 

AREA AND REPLACE WITH 60 SQ OF POLYGLASS SELF 
ADHEARING ROOF SYSTEM. 

1 B941476 05/01/1994 11/01/1994 2,000 Commercial RE-PAINT SERVICE BAYS 

1 B952218 07/01/1995 12/01/1995 235,000 Commercial DEMO 435SF & ADD 1090SF 

1 P952469 08/01/1995 12/01/1995 24,255 Commercial 10/LAV,8/W.CLOSET,6/H.BIB 

1 E952730 08/01/1995 12/01/1995 62,000 Commercial ELECTRICAL 

1 M952791 08/01/1995 12/01/1995 25,000 Commercial 2/5,1/4,1/3-1/2TONA/C UNT 

1 A953138 09/01/1995 12/01/1995 5,000 Commercial 13 SQRS SGL PLY MEMBRANE 

1 E954136 11/01/1995 12/01/1995 5,100 Commercial INSTALL 2-35FT LT POLES 

1 9601317 03/01/1996 03/01/1996 2,000 Commercial AWNINGS 

1 9604719 12/01/1996 08/01/1997 1,650 Commercial AWNINGS 

1 9701440 05/01/1997 08/01/1997 17,000 Commercial INSTALL DRAINAGE WELL 

1 9703191 09/01/1997 12/01/1997 2,400 Commercial ROOF COATING 

1 9800403 03/10/1998 12/08/1998 2,000 Commercial SIGN 

1 98-1246 02/23/1998 12/08/1998 5,000 Commercial RESEAL PARKING AREA 

1 98-2428 08/12/1998 12/08/1998 32,000 Commercial EXPAND OFFICE AREA 
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1 98-2872 09/15/1998 12/08/1998 3,200 Commercial ROOFING 

1 98-3156 10/13/1998 12/08/1998 10,000 Commercial ROOF REPAIR 

1 99-3891 11/30/1999 12/22/1999 3,500 Commercial STUCCO REPAIRS TO BLDG 

1 98-3714 01/12/1998 11/14/1999 8,000 Commercial ROOF 

1 02-2727 10/16/2002 11/15/2002 6,000 Commercial INSTALL FLAG POLE 

02-1714 06/26/2002 11/15/2002 6,000 Commercial ROOFING 

1 03-0146 01/17/2003 09/19/2003 2,000 Commercial ADD RETAINING WALL 

1 03-0367 09/05/2003 02/19/2003 500 Commercial ATF INSTALL TENTS 

1 03-1318 04/16/2003 09/19/2003 2,400 Commercial POUR CONCRETE SLAB 

1 05-0232 01/26/2005 12/31/2005 2,450 Commercial CHANGE ONE 5-TON A/C 

1 05-3850 09/07/2005 12/31/2005 17,500 Commercial EMERGENCY ROOFING 

1 06-1965 03/27/2006 08/07/2006 5,600 Commercial REMOVE AND REPLACE 2-TON PKG ON ROOF 

1 06-4974 08/24/2006 12/20/2006 40,355 Commercial INSTALL 4400SF OF V-CRIMP ROOFING & COOLEY 
ROOFING 

1 06-3104 05/22/2006 08/07/2006 6,000 Commercial GLASS FELT ROLL ROOFING. 

Parcel Value History

Certified Roll Values.

View Taxes for this Parcel.

Roll 
Year 

Total Bldg 
Value 

Total Misc 
Improvement Value 

Total Land 
Value 

Total Just 
(Market) Value 

Total Assessed 
Value 

School 
Exempt Value 

School Taxable 
Value 

2014 1,212,692 60,360 861,791 2,134,843 2,134,843 0 2,134,843 

2013 1,098,556 60,461 861,791 2,020,808 2,020,808 0 2,020,808 

2012 1,098,556 60,562 874,311 2,033,429 2,033,429 0 2,033,429 

2011 1,155,624 60,663 2,373,130 3,589,417 3,589,417 0 3,589,417 

2010 1,155,624 60,764 2,701,350 3,917,738 3,917,738 0 3,917,738 

2009 1,212,692 60,866 3,223,157 4,047,044 4,047,044 0 4,047,044 

2008 1,212,692 60,967 3,223,157 4,496,816 4,496,816 0 4,496,816 

2007 980,897 61,033 3,342,533 4,384,463 4,384,463 0 4,384,463 

2006 869,842 61,134 2,101,770 2,615,222 2,615,222 0 2,615,222 

2005 1,216,141 61,236 1,681,416 2,958,793 2,958,793 0 2,958,793 

2004 1,230,110 61,337 1,366,151 2,657,598 2,657,598 0 2,657,598 

2003 1,230,110 59,253 1,366,151 2,655,514 2,655,514 0 2,655,514 

2002 1,230,110 59,311 1,366,151 2,655,572 2,655,572 0 2,655,572 

2001 1,230,110 59,370 1,176,991 2,466,471 2,466,471 0 2,466,471 

2000 1,219,325 27,118 1,019,040 2,265,483 2,265,483 0 2,265,483 

1999 1,219,325 27,136 1,019,040 2,265,501 2,265,501 0 2,265,501 

1998 575,167 27,154 1,019,040 1,621,361 1,621,361 0 1,621,361 

1997 575,167 27,173 1,019,040 1,621,380 1,621,380 0 1,621,380 

1996 520,023 27,191 926,400 1,473,614 1,473,614 0 1,473,614 

1995 473,134 25,756 926,400 1,425,290 1,425,290 0 1,425,290 

1994 473,134 25,756 926,400 1,425,290 1,425,290 0 1,425,290 

1993 473,134 25,756 926,400 1,425,290 1,425,290 0 1,425,290 
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This page has been visited 190,315 times.

Monroe County Property Appraiser
Scott P. Russell, CFA

P.O. Box 1176 Key West, FL 33041-1176 

1992 473,134 25,756 926,400 1,425,290 1,425,290 0 1,425,290 

1991 564,871 25,756 1,176,000 1,766,627 1,766,627 0 1,766,627 

1990 322,698 20,086 840,000 1,182,784 1,182,784 0 1,182,784 

1989 322,698 20,086 840,000 1,182,784 1,182,784 0 1,182,784 

1988 294,082 20,086 756,000 1,070,168 1,070,168 0 1,070,168 

1987 289,858 20,086 428,400 738,344 738,344 0 738,344 

1986 223,982 20,086 428,400 672,468 672,468 0 672,468 

1985 220,111 20,086 371,250 611,447 611,447 0 611,447 

1984 215,466 20,086 371,250 606,802 606,802 0 606,802 

1983 217,519 20,086 371,250 608,855 608,855 0 608,855 

1982 194,599 20,086 371,250 585,935 585,935 0 585,935 

Parcel Sales History

NOTE: Sales do not generally show up in our computer system until about two to three months after the 
date of sale. If a recent sale does not show up in this list, please allow more time for the sale record to be 
processed.  Thank you for your patience and understanding.

Sale Date Official Records Book/Page Price Instrument Qualification

4/28/2009 2410 / 2157 100 WD 11

3/23/2007 2282 / 657 500,000 WD O

6/28/2002 1798 / 2040 3,800,000 WD Q

2/1/1991 1161 / 231 1,675,000 WD Q

12/1/1986 997 / 1513 950,000 WD Q

2/1/1983 873 / 2054 600,000 WD M
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