
 
 
 

Historic Architectural Review Commission 
 Staff Report for Item 6 
 

To:  Chairman Haven Burkee and Historic Architectural Review  
Commission Members 
 

From:    Enid Torregrosa-Silva, MSHP 
   Historic Preservation Planner  
 
Meeting Date:  December 20, 2022 

Applicant:   Seth Neal, Architect 

Application Number:  H2022-0052 

Address:   1328 Duncan Street 

Description of Work: 
Renovations to existing house and site improvements. 

Site Facts: 
The house under review is listed as a contributing resource to the historic district. The one-story 
frame vernacular house was built circa 1920 and its historic form has changed through time. 
Currently the house is attached to the principal building at 1324 Duncan Street. At the front and 
between the two houses a large unpermitted lattice wall with a gate serves as a screen to the 
addition. 

The house was historically built with a “U” shape porch that ended in the bump outs the house still 
have on the west and east side. Several alterations were made to the exterior of the house like the 
existing carport, addition at the front of the east side rear bump out, overhangs on the side and rear 
covered deck.  
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1926 Sanborn Map and current survey overlay 

 
Current front view. 

Guidelines Cited on Review: 

• Building exteriors- wood (page 24), specifically first paragraph and guideline 1.  
• Roofing (page 26), specifically guideline 1. 
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• Windows (pages 29a-l), specifically guideline 3 and 5. 
• Entrances, porches, and doors (pages 32-33), specifically guideline 9. 

Staff Analysis: 

The Certificate of Appropriateness under review proposes exterior renovations for the historic 
house. The plan proposes a new wall, on the rear west side of the house, as a new wall is needed 
to enclose the house once a non-historic addition is removed. This wall will have wood lap siding 
and no fenestrations. The plan also includes the repair/ replace of siding to match existing, new 
wood impact windows new wood door for entry, new aluminum sliders for the back elevation and 
new metal shingles for all roofs. 
 
The plans also propose repairs to the deck at the rear yard which will no longer be covered. A brick 
paved driveway is depicted in the plans on the northwest portion of the lot. 
 

Consistency with Cited Guidelines: 
It is staff’s opinion that the proposed design is consistent with cited guidelines.  

 



 

 

A
P

P
L

IC
A

T
IO

N
 













 

 

S
A

N
B

O
R

N
 M

A
P

S
 



 

Sanborn Map 1926 



 

 

Sanborn Map 1948 



 

Sanborn Map 1962 
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1328 Duncan Street circa 1965. Monroe County Library. 
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Item Existing

(current Ldr) 
Req. Per Ldr

(current Ldr)

District

Site Area

Remark

Impervious

Building Cov.

Structure Setbacks
Front Setback
(Duncan)

Rear Setback

Building Height

Open Space

Lot Size

 Proposed
(current Ldr)

Accessory 
Structure
Rear Yard Cov.

1328 Duncan St.

See Survey

4,000 Sq. Ft.

5'-0" 

2,433 Sq Ft
(60% Max)

1,622 Sq Ft
(40% Max)

30'

Historic Medium
Density ResidentialHmdr

1,419 Sq Ft
 (35% Min)

40' X 90' (min)

207 Sq. Ft. 
(30% Max Cov.) 
Rear Yard Area

Hmdr

Parcel Id: 00035410-000000

2,435.3 Sq Ft 
(60%)

4,055 Sq. Ft.

1,439 Sq Ft 
(35.5%)

1,100 Sq Ft 
(27.1%)

93 Sq. Ft.
(20%) 

2'-5" +/-  

0'-0" 

8'-8"+/- 

6'-3 1/2" +/- 

19'-10" +/- 

Existing

Existing

Existing

Existing

No Change

No Change

Existing

No Change

No Change

1,522 Sq Ft 
(37.5%)

1,331 Sq Ft 
(32.8%)

Improved
Non Conforming

1,636 Sq Ft 
(40.3%)

Existing

5'-0" 

15'-0" 

10'-0" 

West Side Setback 

East Side Setback 

Front Yard Cov.
230 Sq. Ft. 

(50% Open Space
146 Sq. Ft.

(21%) 

6'-1" 

6'-7 1/2" 

13'-6" 

Conforming

Conforming

Improvement

Conforming

Improved
Non Conforming

No Change

ExistingNo Change

ABBREVIATION LEGEND: 

ADJ. = ADJUSTABLE
A.F.F. = ABOVE FINISH FLOOR
ALUM. = ALUMINUM
ARCH. = ARCHITECTURAL
BALC. = BALCONY
BD. = BOARD
B.O. = BOTTOM OF ...
C.I.P. = CAST IN PLACE
C.J. = CONTROL JOINT
CL. = CLOSET

= CENTERLINE
CONC. = CONCRETE
COOR. = COORDINATE
C.O.R. = CROWN OF ROAD
D = DRYER
DIM. = DIMENSION
DN. = DOWN
DW = DISHWASHER
DWG = DRAWING
ELECT. = ELECTRICAL
ELEV. = ELEVATOR
E.P. = ELECTRICAL PANEL
EQ. = EQUAL
EX. = EXISTING
E.J. = EXPANSION JOINT
F.F.E. = FINISH FLOOR ELEVATION
Fin. = FINISH
FREZ. = FREEZER 
GYP. BD. = GYPSUM WALL BOARD
HORZ. = HORIZONTAL
HR. = HOUR
MAX. = MAXIMUM
MECH. = MECHANICAL
MIC. = MICROWAVE OVEN
MIN. = MINIMUM
M.R. = MOISTURE RESISTANT 
N.A. = NOT APPLICABLE
N.I.C. = NOT IN CONTRACT
O.H. = OPPOSITE HAND
PT. = PAINTED
P.T. = PRESSURE TREATED
R.A. = RETURN AIR
REF. = REFERENCE 
REFR. = REFRIGERATOR
REQ. = REQUIRED
SCHED. = SCHEDULE
S.F. = SQUARE FOOT
SIM. = SIMILAR
STOR. = STORAGE
STRUCT. = STRUCTURAL
SQ. = SQUARE
TL = TILE
T.O. = TOP OF ...
TYP. = TYPICAL
U.C. = UNDER COUNTER
U.N.O. = UNLESS NOTED OTHERWISE
VERT. = VERTICAL
V.I.F. = VERIFY IN FIELD
W = WASHER
W/ = WITH
WD. = WOOD
W.H. = WATER HEATER

CL

The Renovation of the existing structure Will Be 
Comprehensive. Work to Include: New Foundation System 
& floor Framing as Required, See Struct. all Windows to 
Be Replaced with new wood impact Harc Aproved. Existing 
Wall Assemblies & Siding To Be Repaired & Replaced as 
required in Kind. Ex. Metal Roof to Be Replaced in Kind.

The interior will be completely renovated. 

Note: Existing Carport Is To Be Demolished & Existing 
Concrete Cistern is to remain.

a Renovation for
1328 Duncan Street

KEY WEST, FL 33040

FEMA MAP FLOOD ZONE:
AE 6'+1'=7' (Ngvd 1929)

SITE LOCATION MAP:

GENERAL NOTES:
1. DO NOT SCALE ANY DRAWING. 
2. WRITTEN DIMENSIONS HAVE PRECEDENCE OVER SCALED DIMENSIONS.  LARGER SCALE DETAILS HAVE 
PRECEDENCE OVER SMALLER SCALE DETAILS. ANY DISCREPANCIES ARE TO REPORTED TO  ARCHITECT PRIOR 
TO CONSTRUCTION.
3. CONSULT THE ARCHITECT IN THE EVENT ANY ITEM OF WORK NECESSARY FOR THE PROPER COMPLETION 
OF THE PROJECT IS NOT SPECIFICALLY COVERED IN THE DRAWINGS.
4. ALL WORK SHALL BE OF SUPERIOR QUALITY PERFORMED IN A MANNER CONSISTENT WITH INDUSTRY 
STANDARDS, ALL BUILDING CODE REQUIREMENTS AND IN A PROFESSIONAL MANNER BY MECHANICS SKILLED 
AND LICENSED IN THEIR RESPECTIVE TRADES.
5. ALL MANUFACTURED ARTICLES, MATERIALS AND EQUIPMENT SHALL BE APPLIED, INSTALLED, ERECTED AND 
CONNECTED IN ACCORDANCE WITH MANUFACTURER'S DIRECTIONS AND RECOMMENDATIONS.
6. ANY DISCREPANCIES BETWEEN DRAWINGS, LOCAL CODES, BUILDING INSPECTOR REQUIREMENTS AND/OR 
EXISTING CONDITIONS SHALL BE REFERRED TO THE ARCHITECT FOR RESOLUTION.  ALL DIMENSIONS AND 
CONDITIONS OF EACH TRADE ARE TO BE VERIFIED PRIOR TO COMMENCEMENT OF CONSTRUCTION OR THE 
WORK OF EACH SPECIFIC TRADE.
7. ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF MUNICIPAL, LOCAL, FEDERAL AND STATE LAWS, AS 
WELL AS ANY OTHER GOVERNING REQUIREMENTS, AND CONVENTIONAL GUIDELINES, WHETHER OR NOT 
SPECIFIED ON THE DRAWINGS.
8. ALL DAMAGED AND DEFECTIVE MATERIAL AND WORKMANSHIP IN CONNECTION WITH THE WORK SHALL BE 
REMOVED, REPLACED, AND RECTIFIED.
9. ALL LEGALLY REQUIRED APPROVALS AND PERMITS NECESSARY FOR THE EXECUTION AND COMPLETION OF 
THE WORK SHALL BE OBTAINED.
10. ALL TIE-INS AND UTILITY SERVICES ARE TO BE COORDINATED WITH THE RESPECTIVE UTILITY COMPANY.
11. ALL CONSTRUCTION DEBRIS SHALL BE REMOVED PRIOR TO THE COMPLETION OF THE PROJECT.
12. ALL EXISTING TREES, SHRUBS, VEGETATION, AND LANDSCAPE ELEMENTS OR FEATURES ADJACENT TO 
AND IN THE VICINITY OF THE BUILDING AND STAGING AREAS SHALL BE PROTECTED DURING THE ENTIRE 
PERIOD OF CONSTRUCTION.

13. ANY REVISIONS MUST BE APPROVED BY: ARCHITECT PRIOR TO TO CONSTRUCTION.

14. ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE 
ARCHITECT AND ENGINEER. DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE FOR USE ON THIS 
PROJECT ONLY AND USE OR REPRODUCTION OF A PART OR WHOLE IS FORBIDDEN WITHOUT THE ARCHITECT'S 
AND ENGINEER'S WRITTEN PERMISSION THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL 
SEALED AND SIGNED BY THE ARCHITECT/ENGINEER.

DRAWING SCHEDULE:

SCOPE OF WORK: 

COMMENTS:

T1.1     Title, Site Data  & Project Info
C1.0    Survey & FEC
C1.1 Architectural Site Plan

EX1.1 Existing 1st Floor Plan
EX1.2 Existing Elevations & Sections
D1.1         Demolition Plan

A1.1     Floor Plans
A1.2     Proposed Elevations

DESIGN NOTES:

PROJECT 
LOCATION PROJECT 

LOCATION

Photo from 1965

Revised to New 
LDR Standards on:
11-30-2022
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BARRICADES PLACED AT DRIPLINE

OR LIMITS OF APPROVED DISTURBANCE
(SEE PLANS FOR LOCATION)

2"
2"

2x4 Wood Rails

4x4 Wood Posts

Orange Safety Barrier 

To Be Stapled To Each 

Post And The Top Rail

TREE PROTECTION AND PRESERVATION NOTES:
1. Protect Designated Existing Trees Scheduled To Remain Against:    

-unnecessary Cutting, Breaking, Or Skinning Of Roots     
-skinning And Bruising Of Bark     
-smothering Of Trees By Stockpiling Construction Or Excavation Materials Within 

Protection Barrier

2. Protection Barriers (tree Barricades) Shall Be Plainly Visible And Shall Create A 
Continuous Boundary Around Trees Or Vegetation Clusters In Order To Prevent 
Encroachment Within The Barricade.

3. For All Trees To Be Preserved, See Tree Protection And Barricade Elevation Detail.

4. No Grade Changes Shall Be Made Within The Protective Barrier Zones Without Prior 
Approval.

5. The Method Of Protection Is To Make Certain That 50% Of The Area Under The Canopy 
Dripline Remains Undisturbed (no Grade Change Or Root Cut) And There Shall Be No 
Disturbance To The Root Plate.

6. General Contractor Shall Be Responsible For The Replacement And Mitigation Costs Of 
Trees Damaged Beyond Repair That Have Been Identified As Protected And Preserved.  If 
Trees Are Harmed Through Lack Of Protection Or Through Negligence On The Part Of The 
Contractor, The Contractor Shall Bear The Burden Of The Cost Of Repair Or Replacement.   

7. Root Pruning Shall Be Done By Or Under Supervision Of An Isa Certified Arborist, And 
Meet Or Exceed Ansi A300 Or Approved Tree Care Industry Standards. A Certified Arborist 
Must Be Onsite During The Entirety Of Root Pruning.

8. No Root Pruning Shall Be Done Within A Distance Of 3x The Diameter The Tree Unless 
Authorized By The Arborist.

9. No More Than 30% Of The Trees Roots May Be Pruned.

10. A Pruning Trench Shall Be Cleared In A Way That Exposes The Roots While Leaving Them 
Intact. Use Hand Tools Or An Air Knife. Limits Of Trench To Be Determined By The Arborist.

11. All Roots Outside Of The Protective Barricade To Be Removed During The Development 
Shall Be Severed Clean Using A Sharp Tool To Provide A Clean Cut. Roots Shall Be Left 
With Clean Smooth Ends And No Ragged Edges And A Two-inch Layer Of Mulch Shall Be 
Applied Over The Surface Of Exposed Roots During Development Within One Hour Of Damage 
Or Exposure.

12. After Pruning, Tree Roots Shall Be Covered And Kept Moist. Fill Pruning Trench With 
Topsoil And Water Daily For A Period Determined By The Arborist.

FEC PROVIDED BY
OWNER

U.S. DEPARTMENT OF HOMELAND SECURITY
Federal Emergency Management Agency  
National Flood Insurance Program

OMB No. 1660-0008 
Expiration Date: November 30, 2022

ELEVATION CERTIFICATE 
Important: Follow the instructions on pages 1–9.

Copy all pages of this Elevation Certificate and all attachments for (1) community official, (2) insurance agent/company, and (3) building owner.

FEMA Form 086-0-33 (12/19) Replaces all previous editions. Form Page 1 of 6

A1.  Building Owner's Name

A2.  Building Street Address (including Apt., Unit, Suite, and/or Bldg. No.) or P.O. Route and 
Box No.

City State ZIP Code

Policy Number:

Company NAIC Number:

A3.  Property Description (Lot and Block Numbers, Tax Parcel Number, Legal Description, etc.)

A4.  Building Use (e.g., Residential, Non-Residential, Addition, Accessory, etc.)

A5.  Latitude/Longitude: Lat. Long. Horizontal Datum: NAD 1927 NAD 1983

A6.  Attach at least 2 photographs of the building if the Certificate is being used to obtain flood insurance.

A7.  Building Diagram Number

A8.  For a building with a crawlspace or enclosure(s):

a)  Square footage of crawlspace or enclosure(s) 
 

sq ft

b)  Number of permanent flood openings in the crawlspace or enclosure(s) within 1.0 foot above adjacent grade

c)  Total net area of flood openings in A8.b sq in

d)  Engineered flood openings? Yes No

A9. For a building with an attached garage:

a)  Square footage of attached garage sq ft

b)  Number of permanent flood openings in the attached garage within 1.0 foot above adjacent grade

c)  Total net area of flood openings in A9.b sq in

d)  Engineered flood openings? Yes No

SECTION B – FLOOD INSURANCE RATE MAP (FIRM) INFORMATION

B1. NFIP Community Name & Community Number B2. County Name B3.  State

B4. Map/Panel 
       Number

B5. Suffix 
 

B6.  FIRM Index 
       Date

B7. FIRM Panel 
      Effective/ 
      Revised Date

B8. Flood 
Zone(s)

B9. Base Flood Elevation(s) 
      (Zone AO, use Base Flood Depth)

B10.  Indicate the source of the Base Flood Elevation (BFE) data or base flood depth entered in Item B9:

FIS Profile FIRM Community Determined Other/Source:

NGVD 1929 NAVD 1988 Other/B11.  Indicate elevation datum used for BFE in Item B9: Source:

B12.  Is the building located in a Coastal Barrier Resources System (CBRS) area or Otherwise Protected Area (OPA)? Yes No

Designation Date: CBRS OPA

FOR INSURANCE COMPANY USESECTION A – PROPERTY INFORMATION

KWRH LLC

1328 DUNCAN STREET

KEY WEST Florida 33040

(Tax Parcel # 00035410-000000)  (KW MOFFATS SUB PB1-12 PT LOT 5, SQR 4 TR 14)

RESIDENTIAL

24.5545 N -81.7881 W

5

N/A

N/A

N/A

N/A

N/A

N/A

CITY OF KEY WEST             120168 MONROE Florida

12087C1516 K 02-18-2005 02-18-2005 AE 6

ELEVATION CERTIFICATE
OMB No. 1660-0008 
Expiration Date: November 30, 2022

IMPORTANT: In these spaces, copy the corresponding information from Section A.  FOR INSURANCE COMPANY USE

FEMA Form 086-0-33 (12/19) Replaces all previous editions.

Building Street Address (including Apt., Unit, Suite, and/or Bldg. No.) or P.O. Route and Box No.

City State ZIP Code

Policy Number:

Company NAIC Number

SECTION C – BUILDING ELEVATION INFORMATION (SURVEY REQUIRED)

C1.  Building elevations are based on:

*A new Elevation Certificate will be required when construction of the building is complete.

Construction Drawings* Building Under Construction* Finished Construction

C2.  Elevations – Zones A1–A30, AE, AH, A (with BFE), VE, V1–V30, V (with BFE), AR, AR/A, AR/AE, AR/A1–A30, AR/AH, AR/AO. 
Complete Items C2.a–h below according to the building diagram specified in Item A7. In Puerto Rico only, enter meters.

Benchmark Utilized: Vertical Datum:

Indicate elevation datum used for the elevations in items a) through h) below.

NGVD 1929 NAVD 1988 Other/Source:

Datum used for building elevations must be the same as that used for the BFE. 
                     Check the measurement used.   

a)  Top of bottom floor (including basement, crawlspace, or enclosure floor) feet meters

b)  Top of the next higher floor

c)  Bottom of the lowest horizontal structural member (V Zones only)

d)  Attached garage (top of slab)

e)  Lowest elevation of machinery or equipment servicing the building 
     (Describe type of equipment and location in Comments)

f)   Lowest adjacent (finished) grade next to building (LAG)

g)  Highest adjacent (finished) grade next to building (HAG)

h)  Lowest adjacent grade at lowest elevation of deck or stairs, including 
     structural support

feet meters

feet meters

feet meters

feet meters

feet meters

feet meters

feet meters

SECTION D – SURVEYOR, ENGINEER, OR ARCHITECT CERTIFICATION

This certification is to be signed and sealed by a land surveyor, engineer, or architect authorized by law to certify elevation information. 
I certify that the information on this Certificate represents my best efforts to interpret the data available. I understand that any false 
statement may be punishable by fine or imprisonment under 18 U.S. Code, Section 1001.

Check here if attachments.Yes NoWere latitude and longitude in Section A provided by a licensed land surveyor?

Certifier's Name License Number

Title

Company Name

Address

City State ZIP Code

Signature Date Telephone

Copy all pages of this Elevation Certificate and all attachments for (1) community official, (2) insurance agent/company, and (3) building owner.

Comments (including type of equipment and location, per C2(e), if applicable)

Form Page 2 of 6

Ext.

1328 DUNCAN STREET

KEY WEST Florida 33040

D121 1929

8.3

N/A

N/A

6.4

5.8

6.5

6.5

N/A

J. LYNN O'FLYNN 6298

P.S.M.

J. LYNN O'FLYNN, INC.

3430 DUCK AVENUE

KEY WEST Florida 33040

06-07-2022 (305) 296-7422

 

C2. e) -- WATER HEATER 

 

 

LONGITUDE & LATITUDE WERE DETERMINED BY USING GOOGLE EARTH

1962 Sanborn Map

1328

1324

NOTE:
Original Signed & Sealed Survey & 
Flood Elevation Certificate to be 
submitted separately with  submitted 
Plans. Copy Survey & Flood Elevation 
Certificate on Sheet C1.0 are for 
reference purposes only. 
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Ex. metal shingle
roof assembly to
be replaced with

new. New to
match ex. in kind

Ex. conc. porch
to remain, patch
& repair as req.

Finish w/ sand
smooth Stucco

New Wood lap siding &
trim to match ex.

New masonry piers,
finish w/ sand smooth

stucco, typ.

Ex. metal shingle roof 
assembly to be replaced with 
new. New to match ex. in kind

New Wood lap siding & 
trim to match ex.

New Impact
Wood Windows,
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New composite 
2x decking

Ex. Conc. Cistern to 
remain, not in scope of 
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Ex. wood porch
columns &

framing to be
replaced in kind.

5" 1/2 Round 
Prefinished metal 
Gutter system

New Impact Alum. 
Slider Door, typ. 

New Wood Impact 
Entry Door
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The Historic Architectural Review Commission will hold a public meeting at     5:00 p.m., December 20, 2022, at 
City Hall, 1300 White Street, Key West, Florida. To view the live feed of the meeting, you can tune in to Comcast 
channel 77, AT&T Uverse channel 99. If you wish to participate virtually, please contact HARC staff at 305-809-3973. 
The purpose of the hearing will be to consider a request for: 

RENOVATION TO EXISTING HOUSE AND SITE 
IMPROVEMENTS. DEMOLITION OF NON-HISTORIC 

ADDITIONS. 
 

#1328 DUNCAN STREET 
Applicant –T.S. Neal Architect       Application #H2022-0052 

If you wish to see the application or have any questions, you may visit the Planning Department during regular 
office hours at 1300 White Street, call 305-809-3973 or visit our website at www.cityofkeywest-fl.gov. 

 
THIS NOTICE CAN NOT BE REMOVED FROM THE SITE UNTIL HARC FINAL DETERMINATION 

ADA ASSISTANCE: It is the policy of the City of Key West to comply with all requirements of the Americans with Disabilities Act (ADA). Please 
call the TTY number at 800-955-8771 or 800-955-8770 (Voice) or the ADA Coordinator at 305-809-3811 at least five business days in advance 
for sign language interpreters, assistive listening devices, or materials in accessible format. 

http://www.cityofkeywest-fl.gov/
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Monroe County, FL

The Monroe County Property Appraiser's office maintains data on property within the County solely for the purpose of
fulfilling its responsibility to secure a just valuation for ad valorem tax purposes of all property within the County. The
Monroe County Property Appraiser's office cannot guarantee its accuracy for any other purpose. Likewise, data
provided regarding one tax year may not be applicable in prior or subsequent years. By requesting such data, you
hereby understand and agree that the data is intended for ad valorem tax purposes only and should not be relied on for
any other purpose.

By continuing into this site you assert that you have read and agree to the above statement.

Parcel ID 00035410-000000
Account# 1036277
Property ID 1036277
Millage Group 10KW
Location
Address

1328 DUNCAN St, KEY WEST

Legal
Description

KW MOFFATS SUB PB 1-12 LOT 5 SQR 4 TR 14 H1-128 OR384-551 OR446-312
OR1467-1158 OR1471-1030 OR1932-590 OR3172-1160 OR3175-0004
(Note: Not to be used on legal documents.)

Neighborhood 6149
Property
Class

SINGLE FAMILY RESID (0100)

Subdivision Moffat’s Sub
Sec/Twp/Rng 05/68/25
Affordable
Housing

No

    2021 2020 2019 2018

+ Market Improvement Value $171,451 $173,832 $159,544 $161,926

+ Market Misc Value $297 $297 $297 $297

+ Market Land Value $385,225 $385,225 $454,566 $558,576

= Just Market Value $556,973 $559,354 $614,407 $720,799

= Total Assessed Value $556,973 $559,354 $597,972 $543,611

- School Exempt Value $0 $0 $0 $0

= School Taxable Value $556,973 $559,354 $614,407 $720,799

Land Use Number of Units Unit Type Frontage Depth

RESIDENTIAL DRY (010D) 4,055.00 Square Foot 46 88

Disclaimer

Summary

Owner

KWRH LLC 
817 Duval St 
Key West FL 33040

Valuation

Land

Buildings

Building ID 2817
Style 1 STORY ELEV FOUNDATION
Building Type S.F.R. - R1 / R1
Gross Sq Ft 2773
Finished Sq Ft 1617
Stories 1 Floor
Condition AVERAGE
Perimeter 196
Functional Obs 0
Economic Obs 0
Depreciation % 12
Interior Walls WALL BD/WD WAL

Exterior Walls ABOVE AVERAGE WOOD
Year Built 1939
EffectiveYearBuilt 2010
Foundation CONC BLOCK
Roof Type GABLE/HIP
Roof Coverage METAL
Flooring Type SFT/HD WD
Heating Type NONE with 0% NONE
Bedrooms 3
Full Bathrooms 2
Half Bathrooms 0
Grade 450

https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=1606224614&KeyValue=00035410-000000
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=1606224614&KeyValue=00035410-000000
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=648424932&KeyValue=00035410-000000
javascript:__doPostBack('ctlBodyPane$ctl02$ctl01$lstDeed$ctl00$sprDeedName$lnkUpmSearchLinkSuppressed$lnkSearch','')
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=648424932&KeyValue=00035410-000000
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=1418952860&KeyValue=00035410-000000
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=1418952860&KeyValue=00035410-000000


6/28/22, 2:51 PMqPublic.net - Monroe County, FL - Report: 00035410-000000

Page 2 of 4https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&KeyValue=00035410-000000#

Code Description Sketch Area Finished Area Perimeter

CPU COVERED PARKING UNFIN 253 0 68

FLA FLOOR LIV AREA 1,617 1,617 196

OPU OP PR UNFIN LL 435 0 138

OPF OP PRCH FIN LL 420 0 160

SBU UTIL UNFIN BLK 48 0 28

TOTAL   2,773 1,617 590

Description Year Built Roll Year Quantity Units Grade

FENCES 1989 1990 1 168 SF 2

Sale Date Sale Price Instrument Instrument Number Deed Book Deed Page Sale Qualification Vacant or Improved

5/13/2022 $100 Quit Claim Deed 2376527 3175 0004 11 - Unqualified Improved

5/4/2022 $1,100,000 Warranty Deed 2374550 3172 1160 05 - Qualified Improved

9/12/2003 $750,000 Warranty Deed 1932 0590 M - Unqualified Improved

8/1/1997 $1 Quit Claim Deed 1471 1030 M - Unqualified Improved

Number Date Issued Date Completed Amount Permit Type Notes

13-3555 9/5/2013 1/6/2014 $2,400 Residential REPLACE TWO SQS & REPAIR TWO VALLEYS

05-0104 1/12/2005 10/18/2005 $1,000   REPLACE PANEL WITH BREAKER

9601954 5/1/1996 8/1/1996 $2,000   RENOVATIONS

View Taxes for this Parcel

Number of Fire Pl 0

Yard Items

Sales

Permits

View Tax Info

Sketches (click to enlarge)

https://monroe.county-taxes.com/public/search?search_query=1036277&category=all
https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=41997141&KeyValue=00035410-000000
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https://qpublic.schneidercorp.com/Application.aspx?AppID=605&LayerID=9946&PageTypeID=4&PageID=7635&Q=41997141&KeyValue=00035410-000000
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Photos
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2021 TRIM Notice (PDF)

2021 Notices Only

Map

TRIM Notice

Version 2.3.203

The Monroe County Property Appraiser's office maintains data on property within the County solely for the purpose of fulfilling its responsibility
to secure a just valuation for ad valorem tax purposes of all property within the County. The Monroe County Property Appraiser's office cannot
guarantee its accuracy for any other purpose. Likewise, data provided regarding one tax year may not be applicable in prior or subsequent years.
By requesting such data, you hereby understand and agree that the
User Privacy Policy 
GDPR Privacy Notice

Last Data Upload: 6/28/2022, 3:47:34 AM
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